Smatrix Pulse communication module (R-208), replacement U p 0 n 0 r

parts
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Technical data
D fo o
Operating temperature min. [°F] 32°f
Operating temperature max. [°F] 113 °f - A d c - -
Ambient temperature min. [F] -4 °f
Ambient temperature max. [F] 158 °f i g N
Ambient humidity non-condensing max [%] 85
Prop 65 label required? Yes

Product information and application use
B 0

The Smatrix Pulse Communication Module (R-208) offers expanded functionality for the Smatrix ‘
Pulse wireless control system, including comfort setting, room bypass, and supply temperature
monitoring, along with connectivity to the Smatrix Pulse App for remote system control.

C: HEIGHT WITH STANDARD BACK-MOUNT CASE
D: HEIGHT WITH DIN-RAIL BACK-MOUNT CASE

Operating Weight per
A [inch] B [inch] C [inch] D [inch] voltage AC UOM

VAC] [Ibs/UOM]

Smatrix Pulse Communication Module (R-208), replacement
u} part A3801208 4.331 4.331 0.827 1.024 115 0.35

Part name Part no. Codes Standards Listings

FCC KDB996369 D04|IC RSS-
A3801208 - 210|ICC RSS-Gen|FCC 47 CFR Part

Smatrix Pulse communication module IC 7664A-SM4NA1|FCC ID

(R-208), replacement parts 15 VOMSM4NAL
Installation Related applications

Radiant
Refer to the Smatrix Pulse Installation and Operation Manual for installation information. Hydronic Heating & Cooling

Tools & Accessories
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