
Uponor Tecto nub panel EPS 11mm 14-17mm 1450x850mm
1005477
- EPS (HBCD free) thermal insulation panel

Application information Uponor Tecto nub panel
Specification
- Tecto nub panel underfloor heating system, consists of nub panels for fixation of pipe dimensions 14-17mm. 

- for pipe spacing in cm: 10, 15, 20, 25, 30 

- EN 13501-1 fire classification: class E 

- standard flammability, building-material class B2, conforming to DIN 4102 

- EPS quality according EN 13163

Application
- radiant underfloor heating and cooling 

- for use with cement- and anhydrite-based screeds

Certification
- DIN CERTCO: 7F010-F; 7F037-F 
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Uponor Tecto nub panel EPS 11mm 14-17mm 1450x850mm
1005477

Product code
Item no EAN 4021598022126 

Item no GF 35001005477 

Item no GTIN 04021598022126 

Item no RSK 2987941 

Item no VVS 339262033 

Dimensions
Item Unit Height 33 

Item Unit Length 1450 

Item Unit Weight 1,43 

Item Unit Width 850 

Item_UOM m² 

Measurements
LENGTH_L 1450 

Z Measurement b 850 

Z Measurement h 33 

Z Measurement h1 11 

Packaging
Packaging GTIN PL1 06414905432622 

Packaging GTIN PL4 06414905456192 

Packaging Height PL1 340 

Packaging Height PL4 2050 

Packaging Length PL1 1520 

Packaging Length PL4 1520 

Packaging Quantity PL1 15.68 

Packaging Quantity PL4 94.08 

Packaging Type PL1 Base_Box 

Packaging Type PL4 Pallet 
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Uponor Corporation

Ilmalantori 4
00240, Helsinki
Finland

T +358 (0)20 129 211

www.uponor.com

Packaging Volume PL1 0,449616 

Packaging Volume PL4 2,71092 

Packaging Weight PL1 22,5224 

Packaging Weight PL4 149 

Packaging Width PL1 870 

Packaging Width PL4 870 
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https://www.uponor.com/en-en/documents?id=1005477

