Product data sheet uponor

Uponor Tacker pipe clip standard set = 1000pce 14-20mm h=40mm
1140159

- Tacker fixation clip
- For use with Uponor Tacker clip stapler

About Uponor Tacker pipe clip standard set = 1000pce
Specification

- Tacker underfloor heating panel system, consists of tear-resistant fabric foil laminated onto EPS according to EN 13163 and DIN 4108-10.
- EN 13501-1 fire classification: class E
- foil on the panel is printed with 100x100mm grid pattern

Application

- radiant underfloor heating and cooling
- for use with cement- and anhydrite-based screeds

Certification

- DIN CERTCO: 7F077-F, 7F185-F, 7TF216-F, 7F278-F
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Measurements
Inner_diameter_di

Z Measurement b

Z Measurement h
Product code
Iltem no EAN
Item no GF
Iltem no GTIN

Iltem no LVI

Item no NRF

Iltem no RSK
Dimensions

Iltem Unit Height

Item Unit Length

Iltem Unit Weight

Item Unit Width
ltem_UOM
Packaging
Packaging GTIN PL1
Packaging GTIN PL3
Packaging GTIN PL4
Packaging Height PL1
Packaging Height PL3
Packaging Height PL4
Packaging Length PL1
Packaging Length PL3
Packaging Length PL4
Packaging Quantity PL1
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19
38
40

6414900438414
35001140159
06414900438414
2022288
8361352
2993023

148
315

1,8
200

set

06414900438421
06414900438438
06414900438445
150

663

1455

315

405

1200
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Packaging Quantity PL3
Packaging Quantity PL4
Packaging Type PL1
Packaging Type PL3
Packaging Type PL4
Packaging Volume PL1
Packaging Volume PL3
Packaging Volume PL4
Packaging Weight PL1
Packaging Weight PL3
Packaging Weight PL4
Packaging Width PL1
Packaging Width PL3
Packaging Width PL4

Technical documents

Download documents here Iij
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8

96

Base Box
Box

Pallet
0,00945
0,10472085
1,3968

1,9

15,3
208,6

200

390

800

Uponor UK

Blackmor Lane The Pavilion
WD18 8GA, Watford
UK

T +44 (0)1923 927000

E enquiries.uk@uponor.com

www.uponor.com/en-gb



https://www.uponor.com/en-en/documents?id=1140159

