
GF JRG Sanipex MT ball valve spindel extension DN20-26
1158260
Material: gunmetal, stainless steel, PPSU 

Temperature: max. -20°C / +95°C (water, compressed air, vacuum) 

Connection: cone grip unions

About GF JRG Sanipex MT ball valve spindel extension
Specification
- The JRG Sanipex MT system is characterised by its high corrosion resistance. The design 

- of the pipe connection is free of dead spaces and, in addition to multiple safety features, 

- the system offers full flow capacity without cross-sectional constriction. JRG Sanipex MT 

- threated connections are detachable and reusable.

Application
- Application area Cold and hot water, HVAC, compressed air, greywater 

-  

- Installation Surface and flush-mounted installations throughout the building

Certification
- 4,1
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GF JRG Sanipex MT ball valve spindel extension DN20-26
1158260

Measurements
Inner_diameter_di 26 

Length (l1) 125 

Z Measurement h 125 

z1 37 

Z2 37 

Product code
Item no EAN 7613263106513 

Item no GF 351626330 

Item no GTIN 07613263106513 

Item no LVI 2075337 

Item no RSK 5494688 

Dimensions
Item Unit Height 146 

Item Unit Length 191 

Item Unit Weight 0,593 

Item Unit Width 43 

Item_UOM pce 

Packaging
Packaging GTIN PL1 06414900238403 

Packaging Height PL1 150 

Packaging Length PL1 205 

Packaging Quantity PL1 1 

Packaging Type PL1 Plastic_Bag 

Packaging Volume PL1 0,00138375 

Packaging Weight PL1 0,603 

Packaging Width PL1 45 
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