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Kits de mangas de pared con sello termocontraible

Project information

Job name: Location:
Engineer: Fecha de envio:
Contractor: Presentada por:
Manufacturer's representative: Approved by:
Material HDPE

Subcomponent Material Sleeve:

Corrugated high-density polyethylene (HDPE)

outer jacket with smooth interior wall

Heat shrink seal:

As manufactured by Raychem® or equivalent = =

Product information and application use

Wall Sleeve with Heat Shrink Kit is a wall-penetration accessory to ease installation of Ecoflex®
piping. The kits are used for new block construction or irregular holes drilled through existing walls.
Created for convenience and compatibility, this product offers another way to save time and
installation costs.

Part name Part no. Weight per UOM [Ibs/UOM]
Wall Sleeve with Heat Shrink for 2.7" Jacket 1018266 1.25
Wall Sleeve with Heat Shrink for 5.5" Jacket 1018269 3.56
u] Wall Sleeve with Heat Shrink for 6.9" and 7.9" Jackets 1018268 3.01
Installation Related applications

Radiant Heating and Cooling Systems
This product can be stored outside without damage. Refer to the Uponor Pre-insulated Pipe Systems .
. . . X Permafrost Protection Systems
Design and Installation Manual for more information

Turf Conditioning Systems
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