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Renseignements sur le projet
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Nom du poste : Lieu :
- Date de
Ingénieur : o
soumission:
Entrepreneur : Présentée par:
Représentant du fabricant : Approuvé par :

Données techniques

Material ~ Metal

Informations sur le produit et utilisation de I'application

The Uponor Manifold Wall Cabinet is adjustable to accommodate a manifold mounted in either a 2 x
4 or 2 x 6 stud wall. This is a recessed-style cabinet and comes with a removable door-trim package.
You can mount an Uponor Zone Control Module inside the cabinet for ease of wiring and away from
exposure or possible damage.

L'installation Applications connexes

Set the manifold cabinet into the wall cavity, flush with the opening. In a 2 x 4 wall, the manifold
cabinet must be inserted to the back of the stud. In a 2 x 6 wall, the manifold cabinet should be

approximately 1 to 2 inches from the back of the stud. Attach the manifold box to the stud framing Radiant Heating and Cooling Systems

with wood screws. Align the four door-trim brackets with the threaded posts and wing nuts located at

Turf Conditioning Systems

the top and bottom on the left and right sides of the manifold box. Slide the door-trim inward until

frame is tight to the wall. Secure the frame by tightening the wing nuts. Mount the latch to the door Permafrost Prevention Systems

using supplied hardware and attach the door to the door trim. For more information, refer to the
Manifold Wall Cabinet instruction sheet.
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