
Trousses d'isolation en T
Renseignements sur le projet

Nom du poste : Lieu :

Ingénieur :
Date de 

soumission:

Entrepreneur : Présentée par:

Représentant du fabricant : Approuvé par :

Données techniques

Prop 65 label required? Yes 

Informations sur le produit et utilisation de l’application

The Tee Insulation Kit makes an insulated tee connection of single or twin-style Uponor Ecoflex® 

piping products with a jacket size of 5.5", 6.9" and 7.9". The kit features two shells, stainless-steel 

bolts, plastic pins and joint-sealing compound. Use with Uponor Ecoflex rubber end caps only.

Nom de la pièce Numéro de pièce A [inch] B [inch] C [inch]
Weight per UOM 

[lbs/UOM]

Tee Insulation Kit, 5.5", 6.9", 7.9 1021990 47.25 28.894 4.37 19.4

L’installation Applications connexes

If needed, install reducing sockets before couplings. Conduct hydraulic pressure test after installing 

couplings. Use Ecoflex rubber end caps (required) at all ends of the piping system to ensure 

insulation integrity. Refer to the Ecoflex Insulation Kits Instruction Sheet for further information.

Pre-Insulated Pipe Systems

PEX-a Plumbing Systems (Canada only)
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