






Uponor Heating and Cooling Systems  l  49 

Uponor Renovis consists of a 15-mm thick gypsum plaster-
board in which the high-quality Uponor pipes have already 
been integrated in the factory. The elements can be mounted 
with a substructure consisting of common CD profiles  
onto almost any surface to the ceiling – like a drywall panel.  
Tedious demolition work is therefore not required. This 
means that an existing property can be refurbished rapidly 
even while it is being used. After the connection joints have 
been filled and ground, the Uponor Renovis elements can  
be processed further directly.

With Uponor Renovis individual rooms can be fitted with a 
radiant heating, The connection with a simple Tichelmann 
distributor furthermore reduces the work required for designing 
and dimensioning the heating circuits, the regulation and  
the installation. 

Uponor Renovis – rapid installation at the 
ceiling and maximum flexibility

Uponor Renovis

•	 Installation on all ceiling surfaces
•	 Integration of air outlets, light sources and other 

electrical devices possible
•	 Room comfort at low temperature of the heating 

system
•	 Can be used individually at walls and ceilings for 

heating and cooling
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Uponor Teporis dry mortarless construction is a time-saving 
solution for the installation of panel heating and cooling 
systems preferably on the ceiling. Mounted on a metal or 
wooden substructure in dry mortarless construction the  
construction time is reduced notably in comparison to  
conventional systems. The tried-and-tested Uponor system 
pipe is already integrated completely into the system board  
for heating and cooling. A barrier located above the plaster-
board prevents unwanted energy losses to the ceiling cavity. 
The low pipe spacing of the pipings ensures that the heating 
or cooling energy is emitted rapidly to the room.

Uponor Teporis

•	 Heating and cooling without distracting fan noise
•	 Can be used both in new buildings as well as in 

renovation work
•	 Low system temperatures, meaning that operation 

with regenerative energy is also possible
•	 Fire behaviour: B-s1, d0 (tested in accordance 

with standard EN 13501-1:2007)

Uponor Teporis dry plasterboards – ideal for  
new buildings and renovation
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When the task is to control the temperature of rooms cosily 
and inexpensively through panels, the Uponor Fix 9.9 wet 
system is a real all-rounder. It can be used both for heating 
and cooling as well as at walls and ceilings. This is particularly 
interesting at predominant cooling requirement. If the emphasis 
lies on heating, the wall surfaces are outstandingly suitable 
for room temperature control.

Thanks to the low plaster covering, the Uponor Fix 9.9 wet 
system can furthermore be regulated very rapidly and simply. 
Ceiling and wall applications can be combined freely. The 
Uponor Fix wet system provides double benefits: pleasantly 
cool in summer, pleasantly warm in winter and flexible 
enough for temperature jumps in spring and autumn.

Uponor Fix 9.9 – perfect for effective ceiling 
temperature control

Uponor Fix 9.9

•	 Low structure height and thinner plaster layer through 
small pipe dimension

•	 Universal system for the ceiling and wall mounting 
with only a few optimally matched system 
components

•	 Many years of tried-and-tested and rugged Uponor 
Comfort Pipe PE-Xa pipe

•	 Rapid regulation through low plaster cover
•	 Low system over- and undertemperatures, meaning 

that operation with regenerative energy is also 
possible
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Everything you need in one App:  
Uponor PRO

www.uponor.com


