
 Build on Uponor 
with Comfort Port
Preassembled manifold cabinets 
for time- and cost-efficient installation
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2  l  Uponor Comfort Port

Uponor Comfort Ports
• Saving installation costs and time on site
• Improved site effi ciency due to optimized material fl ow
• Quality assurance through standardized 

prefabrication in the factory
• Avoid installation errors on site
• Secure selection of the required components
• Secure price-calculation

Uponor Comfort Ports are ideally suited for use in multi- 
 family-houses or other residential buildings with high size of 
apartments due to enormous time and cost savings. Assem-
bled according to customer specifications the Comfort Ports 
are delivered ready-to-install to the building site. Reduction 
of installation time, pre-wired actuators and control units, or 
marking of loops are only few of the advantages of preas-
sembling in Uponor factory which avoids significantly instal-
lation errors on site.

One package for the entire Comfort Port instead
of 30 individual packages for each distributor

The cabinets and the packaging are labelled with name of 
location and the relevant construction site, so they can 
be commissioned and installed quickly and without risk of 
confusion.

Comfort Ports are available for all common mounting situa-
tions, and upon request, also with additional fittings, such as 
heat meters and room control components from the Uponor 
Smatrix range.

Save hundreds of handling steps by 
using Uponor Comfort Ports

Prefabricated and ready for installation 
on the building site
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Clear benefit in terms of time and cost efficiency 
for skilled installers, who are often under time and 
cost pressure.

• Smart S manifold made of stainless steel or…
• Vario M Manifold made of reinforced polyamide
• With / without fl ow indicators
• Choice of connection sets for heat meter
• Cabinet door made of steel sheet or plastic, white 

painted
• Uponor Smatrix room temperature control 

(wired or wireless)
• Thousands of possible confi gurations available

1  On-wall and in-wall distribution cabinets made of galvanized 
steel sheet, for on-wall-installation with a depth of 140 mm 
and in-wall installation with depth of 80 and 110 mm.

2  Integrated spirit level for easy levelling (only one person 
required).

3  Preassembled Uponor Smart S stainless-steel manifold 
or Uponor Vario M polyamide manifold, manifold bar with 
integrated valves, connection right or left with fl at sealing 
supply with- or without fl ow indicator (lockable, 0 – 5 l/min) 
for balancing and shutoff, return valves prepared for con-
nection to actuator 230 V (1087763), or 24 V (1077778) 
integrated air&fi ll&drain vents in supply and return.
Primary fl at sealing G1, secondary loop connection G¾” 
eurocone. Loop pitch 50 mm; header pitch 200 mm.
Max. operating pressure: 6 bar by temperature 60 °C.
Number of heating loops: 2 – 15 at (Vario M Manifold), 
or 2 – 16 (Smart S Manifold).

4  Confi gurable with Uponor Smatrix room temperature 
control, wired or wireless-controlled, with Autobalancing 
function.

5  Preassembled earthed power socket.
6  Choice of 4 different connection sets.

High quality for long-term safety
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4  l  Uponor Comfort Port

Saving 2.5 hours of installation and set-up time
due prefabrication of manifolds, connection and metering 
sets, cabinets and complete installation and wiring of 
the control units and actuators. Easy assembly of the 
ready-to-install due to tool-free levelling (spirit level).

Avoid error sources on site
due to installation and wiring of the control components. 
All actuators are allocated to the right rooms or zones. 
Labels are applied to the right actuators. Factory tests of 
the actuators ensure that installation can proceed 
without error: plug and play! For the electrical connection, 
only a power supply cable needs to be connected 
to the factory-fitted earthed power socket.

Uponor Comfort Ports offer many benefi ts
• Saving of 2.5 hours of installation and set-up time
• Avoid error sources on site
• Optimum material fl ow and service
• Protective cover during the installation phase
• Doors and frames separately packed and marked 

with the installation location (temporary storage)
• 230 V earthed power socket with cable inlet 

prefabricated and tested

Optimum material flow and service
One package for the entire distribution station instead 
of 30 individual packages for each distributor simplify 
the flow of materials on the building site. The manifold 
cabinet and packaging are labelled with the installation 
location according to the customer specification, so that 
they can be installed quickly and without risk of confusion. 

Protection of the installation
The protective cover protects the manifold cabinet 
against dust and dirt during construction. Front door 
and frame, which are only needed for later closing, 
are well protected in an outer packaging.

Unpack, connect and you’re done
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While the manual hydraulic balancing only takes account on 
initial conditions, the Autobalancing function automatically 
adjusts the temperature changes in the system or room, 
without any need for complex recalculation or adjustment by 
installer.

You win time, energy and costs – you win comfort.

Overview of Uponor Smatrix control technology and available functions.

Basic functions Comfort functions Setting
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Smatrix Wave PLUS
Radio thermostat with touchscreen operation ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Smatrix Wave
Radio room control ■ ■ ■ ■

Smatrix Base
24 V cabled individual room temperature control ■ ■ ■ ■

Base
230 V cabled individual room temperature control

Comfort Ports can be optionally delivered with pre-
wired Uponor Smatrix control technology:
•  Uponor Smatrix optimizes the energy effi ciency of 

radiant heating and cooling system
• The Smatrix Wave PLUS version manages wireless 

control and remote control, whether you’re at home 
or on the road

• The innovative Autobalancing feature ensures the 
simplest possible installation, set-up and operation

Pre-wired Uponor Smatrix Controls including Autoba-
lancing function

Smatrix is a fully equipped control system for radiant heating 
and cooling with supply temperature control as function of 
room temperature.

The unique Autobalancing technology eliminates the need for 
manual balancing of the loops. The smart system accurately 
determines and controls the exact energy needed for an opti-
mal room temperature. The result is a high comfort of under-
floor heating and cooling by reduced energy consumption.

The Uponor Smatrix auto-balance feature saves energy and costs.

16 

17 

18 

19 

20 

21 

22 
°C 

Time

Manual balancing
Autobalancing
Setpoint value

Electrical wiring included
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6  l  Uponor Comfort Port

Learning mode
open
closed

Balancing of short loops
open
closed

Balancing of long loops
open
closed

21º

Living room

22º

Kitchen Bedroom

18º

Example: Set of Auto-
balancing
All UFH loops will be auto-
matically balanced (closed 
and opened) at the right time 
and according to the heat 
demand of each room.

°C

min 
Kitchen Livingroom Bedroom

Autobalancing: 
permanent self optimizing temperature control
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Variances of Comfort Port

Loops Width 
[mm]

Confi g. number 
stainless steel

Confi g. number 
polyamide

 2 410 102-41 1102-41 

 3 510 103-51 1103-51 

 4 510 104-51 1104-51 

 5 610 105-61 1105-61 

 6 610 106-61 1106-61 

 7 760 107-76 1107-76 

 8 760 108-76 1108-76 

 9 760 109-76 1109-76 

10 910 110-91 1110-91 

11 910 111-91 1111-91 

12 910 112-91 1112-91

Loops Width 
[mm]

Confi g. number 
stainless steel

Confi g. number 
polyamide

 2 410 202-41 1202-41

 3 510 203-41 1203-41

 4 510 204-51 1204-51

 5 610 205-51 1205-51

 6 610 206-61 1206-61

 7 760 207-61 1207-61

 8 760 208-76 1208-76

 9 760 209-76 1209-76

10 910 210-76 1210-76

11 910 211-91 1211-91

12 910 212-91 1212-91

Variance 1

Vertical 
w/o metering set
Manifold with ball vale 3/4", vertical connection.
Height 740 – 855 mm.

Variance 2

Horizontal 
w/o metering set
Manifold with ball vale 3/4", horizontal connection.
Height 740 – 855 mm.

Standard versions up to 12 loops. Special versions up to 20 loops (stainless steel) and 15 loops (polyamid) on demand.
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8  l  Uponor Comfort Port

Loops Width 
[mm]

Confi g. number 
stainless steel

Confi g. number 
polyamide

 2 410 302-41 1302-41

 3 510 303-51 1303-51

 4 510 304-51 1304-51

 5 610 305-61 1305-61

 6 610 306-61 1306-61

 7 760 307-76 1307-76

 8 760 308-76 1308-76

 9 760 309-76 1309-76

10 910 310-91 1310-91

11 910 311-91 1311-91

12 910 312-91 1312-91

Loops Width 
[mm]

Confi g. number 
stainless steel

Confi g. number 
polyamide

 2 410 402-61 1402-61

 3 510 403-61 1403-61

 4 510 404-76 1404-76

 5 610 405-76 1405-76

 6 610 406-76 1406-76

 7 760 407-91 1407-91

 8 760 408-91 1408-91

 9 760 409-91 1409-91

10 910 410-10 1410-10

11 910 411-10 1411-10

12 910 412-10 1412-10

Variance 3

Vertical 
with metering set
Manifold with metering set 3/4”, vertical connection. 
Height 740 – 855 mm.

Variance 4

Horizontal 
with metering set
Manifold with metering set 3/4“, horizontal connection. 
Height 740 – 855 mm.

Standard versions up to 12 loops. Special versions up to 20 loops (stainless steel) and 15 loops (polyamid) on demand.
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Easy configuration and ordering

Choose one of four Comfort Port variances

Control units:

Wired
• Uponor Smatrix Base 24 V
• Uponor Base Flexiboard 230V

Wireless
• Uponor Smatrix Wave
• Uponor Smatrix Wave PLUS

Using the template on the next page, you can confi gure 
Comfort Ports easily
• Choose manifold material and manifold size: 

stainless steel (2 – 20 loops), polyamide (2 – 15 loops)
• Primary connection left or right?
• Door material: steel white painted or plastic white?
• Key lock? Bend support?
• Which UFH pipes and dimensions?
• Which balancing valves?
• Which control unit?
• Manifold with flowmeters?
• Cabinet in-wall or on-wall?

Further you can provide a wiring list to production to get 
electrical installation of actuators and room thermostats 
and also to get individual labels to be printed on actuators
• Name loops and room no`s which have to be connected. 

According to the list the wiring of actuators will be done 
(loop no1 is always on the left side of the manifold)

• Loop names will be used for labels (placement on 
equivalent actuator)
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10  l  Uponor Comfort Port
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Uponor GmbH
Industriestraße 56
97437 Hassfurt
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W www.uponor.de
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