
sec = 15 – 60°C Pmax = 6 bar Ptest = 10 bar

kvs = 3,1 m³/hkvs = 1,1 m³/h

A B

Vmax = 3,6 m³/h (12 loops)
.

G 1

G 1

21
5

35
5

L
80

30

5050

37
0

1

3

2

SW 24

SW 30

8773 G¾50

n L 
[mm]

2 210
3 260
4 310
5 360
6 410

n L 
[mm]

7 460
8 510
9 560
10 610
11 660

n L 
[mm]

12 710
13 760
14 810
15 860
16 910
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open

open

open

open

open open

close

open

close

open

n x

3 1 2

max 5 bar    

2 h P = 4 – 6 bar

103...
104...

CLOSE

1 2 3 4

1,5 L/min

108...

Room heating circuit data
Raum-Heizkreis-Daten
Ruimte- en verwarminggroepsgegevens
Données des pièces - circuits de chauffage
Dati circuito riscaldamento locale

Room No.
Raum-Nr.

Ruimte-Nr.
N° de la pièce
Num. locale

Heating circuit No.
Heizkreis-Nr.

Verwarmingsgroep nr.
N° du circuits de 

chauffage
Num. circuito 

riscaldamento locale

Uponor floor heating calculations
Uponor Fußbodenheizungsberechnung
Uponor vloerverwarmingsberekening
Calculation du chauffage par le sol Uponor
Calcolo riscaldamento a pannelli radianti Uponor

1
1
2
3
4

1
2
3
4
5

0,5
3
1
4
2 

Valve adjustment
Ventileinstellung

Ventielvoorinstelling
Réglage de la vanne
Tartura della valvola

2
5
2
4

1,5 

Quantity of water 
Wassermenge

Hoeveelheid water
Quantité d’eau

Quantità di acqua

L/min

OPEN 
0,25 x
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